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30 gpm, 114 l/min

Features
The HBK04 series is a durable, low pressure filter offering with
a spin-on design that simplifies servicing and lowers
maintenance costs. It is constructed with a die cast aluminum
head and steel canister, and is available with a choice of service
indicator types, some of which are compatible with
microprocessors.

HBK04 series filters are ideal for return-line and side loop
applications. Replacement filters come in short (5.4") or long
(8.7") lengths. Take advantage of our Mix ’n Match system of
in-stock heads & elements—to get exactly what you need!

Beta Rating
• Performance to ß11(c)=1000

Porting Sizes
• ¾" & 1" NPT
• SAE-16 O-Ring

Replacement Filter Lengths
• Cellulose 5.4" / 136 mm

8.7" / 220 mm
• Synteq 5.97” / 151 mm

Standard Bypass Ratings
• 25 psi / 172.5 kPa / 1.7 bar

Assembly Weight
• Short Assembly   3.1 lbs / 1.4 kg
• Long Assembly 3.4 lbs / 1.5 kg

Operating Temperatures
• -20°F to 225°F  /  -29°C to 107°C

Collapse Ratings
• 100 psid / 690 kPa / 6.9 bar (standard)

Working Pressures to:150 psi
1034 kPa
10.3 bar

Rated Static Burst to: 300 psi
2068 kPa
20.7 bar

Flow Ranges to:
Return-line 30 gpm

114 l/min

HBK04 Spin-on Filter
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HBK04 Components

Head Choices
Port Size Bypass Rating Standard Indicator Indicator Head

Style & Location Options Part Number

¾" NPT 25 psi / 172.5 kPa / 1.72 bar Visual Left side none P169755
¾" NPT 25 psi / 172.5 kPa / 1.72 bar none none P169757
1" NPT 25 psi / 172.5 kPa / 1.72 bar Visual Both sides A, B, C P166659
SAE-16 25 psi / 172.5 kPa / 1.72 bar Visual Both sides A, B, C P166660
O-Ring

Note
* Donaldson uses the inlet port as the reference point. “Left side,” for

instance, means that the indicator mounts on the side of the filter head that
is on your left when you face the inlet port.

Mix ‘n Match
Donaldson's Mix 'n Match system
provides the great performance and
functional advantages of custom-
engineered filters with the convenience
and speedy delivery of in-stock parts.
Choose your options and build a filter
model that suits your specifications.

Electric Models(1)

Use with Bypass Indicator
Valve Pressure of: Part No. Style(3) Description
5 psi / 34.5 kPa P163642 A Single post DC. Normally open.
15 psi / 103 kPa P163601 A Single post DC. Normally open.
25 psi / 172.5 kPa P163839 A Single post DC. Normally closed.
25 psi / 172.5 kPa P162400 A Single post DC. Normally open.
25 psi / 172.5 kPa P171143 B 2-wire with Cannon connector.

Normally open.
25 psi / 172.5 kPa P173944 C 3-wire: White = normally open

Red = normally closed
Black = common

Visual Models (Non-Electric)(2)

Use with Bypass Indicator
Valve Pressure of: Part No. Style(3)

5 psi / 34.5 kPa P162694 D
15 psi / 103 kPa P162642 D
25 psi / 172.5 kPa P162696 D

n/a P165984 (blank plate)

Indicator Notes
(1)All electric models have a maximum operating

temperature of 250°F/ 121°C.
(2)All non-electric models have a maximum operating

temperature of 180°F/ 82°C.
(3)See indicator illustrations on facing page. and full details

about indicators on page 96-97.

Service Indicator Options

Element Choices

No. 9 20µm 5.97/151 P560725
Synteq®

No. 10 27µm 5.4/136 P162766
Cellulose 8.7/220 P164351
Media Bx(c)=200 Length Element
Type Rating in/cm Part No.
No. 25 45µm 5.4/136 P164348
Cellulose 8.7/220 P164352

Media Bx(c)=1000 Length Element
Type Rating in/cm Part No.
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- oil before assembling
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HBK04
Service Parts

Performance Data
For a full explanation of how our performance curves
were derived, see page 100.

HBK04 Head OnlyHBK04 Filter Only (8.7"/220mm)
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HBK04 Filter Only (5.4"/136mm)

A

B

Plug
P165983 (remove only for
installation of Electric Indicator)




