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Accessories

ApplicationsApplicationsApplicationsApplicationsApplications
To accurately monitor the oil level in your tanks and
reservoirs, choose Donaldson level gauges. Three models
indicate oil level and temperature, 35º to 210ºF
(30º to 90ºC). Two models indicate oil level only.

Tank/Reservoir Level Gauges

FeaturesFeaturesFeaturesFeaturesFeatures
Transparent lens material is protected by metal
bar with BunaN seals.

Maximum working pressure for all models is
 14.5 psi / 1 bar / 100 kPa for pressurized tanks.

Recommended bolt tightening torque is 10 lbs-ft,
with inside nut for tightening directly on the tank.

Suggested mounting hole diameter:  11mm or
13mm.

Oil Level/Temperature Gauge Specifications (35°- 210°F/ 30°- 90°C)
Part A B C D E F G H I
Number in mm in mm in mm in mm in mm in mm in mm in mm

P171913 4.21 107 1.22 31 .89 22.5 1.57 40 .61 15.5 3 76 m10 .78 20 1.57 40

P171920 6.22 158 3.22 82 .89 22.5 1.57 40 .61 15.5 5 127 m12 .78 20 1.57 40

P171922 11.22 285 8.23 209 .89 22.5 1.57 40 .61 15.5 10 254 m12 .78 20 1.57 40

(shown above left)

Oil Level Gauge Specifications
Part A B C D E F G H I
Number in mm in mm in mm in mm in mm in mm in mm in mm

P171918 6.22 1.58 3.23 82 .89 22.5 1.57 40 .61 15.5 5 127 m12 .78 20 1.57 40

(shown above right)


